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STEP 3   Water Inlet Connection 

STEP 4  Electrical Connections 

STEP 1  Drain Connections 

Rubber seals 

DANGER 
 

All electrical work 
MUST be carried out by 
a competent technician. 

Inspect for leaks 

 

Hand Tight Only 

CHECK 

1 2 3 

FIT TURN ON 

Before connection is made 
check supply is sufficient 

Machine Wiring Colours 

CLEAR = Detergent 
BLUE = Rinse Aid 

 

Drill hole in 
bottle cap 

Weights sit at 
the bottom 

1 2 

Standpipe 

3 

Standpipe (Open Vented) Spiggot 

3B 

Under Counter Warewasher 
Range 
C400, C400WS, C500, C500WS, C500 DD, C500WS DD 

 

Quick Installation Guide 

STEP 2  Chemical Connections 

1 

REMOVE 

FIT 

Level machine by adjusting feet 
where necessary 

Check machine is level,  
left to right & front to back 

 

DO NOT Crush or kink pipes when 
manoeuvring machine into position 

1 Machine (x1)  

2 Cutlery Basket (x1)  

3 Open Basket (x1)  

4 Plate Basket (x1)  

5 Drain Hose (x1) 

6 Drain Hook (x1)  

7 J Clip (x1) 

8 Water Inlet Hose (x1) 

9 Bottle Weights (x2) 

10 Documents Pack (x1)  

11 Salt Funnel (x1) WS Only  

12 Salt Bag (x1) WS Only 

 

CHECK 

1 

2 
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PACKING LIST 

LOCATE 

POSITIONING 

UTILITIES CONNECTIONS 

FIT 

EN 
4 

CHECK 

Remove protective film from all 
visible surfaces.  

Fit bottle 
weights to tubes 

 

FIT 

Brown 
Blue  
Green / Yellow 
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ADJUST 

3A 
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LEVEL ATTENTION 

2 
FIT FIT 

Brown 
Black 
Grey 
Blue  
Green / Yellow 

Max drain height 

Drain hose hook 

Single Phase (1Ph) 

Three Phase (3Ph) 
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CLEARANCES 
See USER MANUAL for  
minimum clearances 

HOLE 



 

 

CONTROLS & DISPLAY  
Low Salt 

Cycle Button 

Status Indicator 

Power Button 

Information 

Low Chemical 

Confirm 

Up 

Down 

4 

Back 

INTERNAL WATER SOFTENER UNIT (WS Machines Only) 

Menu 

Bluetooth 

Wash 

Rinse 
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° °

COMMISSIONING 

Open door and remove 
basket.  

Remove water softener 
cap.  

°

> 

Position funnel  
400 (Back) / 500 (Front) 

° [ ]

° [ ]

*Machine with internal water softener ONLY* 
 

Fill with water and then 
fill with 1 Kg of salt.  
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Remove funnel and 
replace cap.  

REVISION: A 
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*Machine with external water softener ONLY* 
 


